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ROLLFAB METAL PRODUCTS
SL-175 STANDING SEAM

ROOFING PANEL

ROLLFAB METAL PRODUCTS
SL-175 ROOF PANEL CLIPS

 METAL DECKING (OPT.)
(BY OTHERS)

INSULATION (OPT.)
(BY OTHERS)

#44 x 18" BLIND PAINTED
RIVETS APPLIED @ 6" O.C.

HEAD WALL FLASHING W/
APPROPRIATE FASTENER
@ 24" O.C.

NAILBASE  ROOF SUBSTRATE
(BY OTHERS)

APPROPRIATE FASTENER
STAGGERED @ 24" O.C.

METAL Z-CLOSURE SET IN
NON-SKINNING BUTYL SEALANT
(SEE FASTENER SEQUENCE)

FIELD NOTCH AND BEND PANEL
FACE UP 1 1/2" MIN., CAULK VERTICALS
W/ NON-SKINNING BUTYL SEALANT8" MAX.

RMP SA-HT SELF-ADHERED UNDERLAYMENT

STUCCO
(BY OTHERS)

STUCCO STOP &
COUNTER-FLASHING

ANCHORING FASTENER PATTERN

FASTENER SEQUENCE
FASTENER SPACING NOT TO EXCEED 5 1/2"

EQ. EQ. EQ.

12" to 18"
1 1/2" 1 1/2"


